
MAINTENANCE

INSPECTION

This motorcycle 's

spark plug is

equipped w ith irid

ium center etec
trode. Replace the

spark plug if the

electrodes are con

taminated.

Check the fol lowing an d rep lace if necessary (rec
om me nded spark plu g : page 4-2)

• Insulator fo r damage
• Electrodes for wear
• Burn ing conditio n, coloration

If the electrodes are contam inate d w ith accumu

lated objects or dirt, rep lace the spark plug.

INSULATOR CENTER ELECTRODE

SIDE ELECTRODE

Always use speci

fied spark plugs on

this motorcycfe.

Replace the plug if the center electrode is rounded
as shown in the illustration.

SPECIFIED SPARK PLUG:

NGK: IMR9C·9HES

DENSO: VUH27ES

ROUN DED ELECTRODE

r/

To pre vent damag- Check th e gap betwee n the center and side elec
ing the iridium con- trades with a wi re type feeler gau ge .

ter electrode, use a .
wire type feeler M ake sur.e that th e lj> 1.0 m m (0.04 In) plug gauge

gauge to ch~ -~k th~ - does not Insert betwee n the gap.

spar k plug gap.

00 not adjust the If t he gaug e can be inse rted into the gap, replace th e
spark plug gap. If plug w ith a new one.

the gap is out of

specification,

replace the plug

with a new one

INSTALLATION
Instal l the spar k plug in the cyl inder head and hand

tighten, then torq ue to spec if icat ion.

TORQUE: 16 Nm (1.6 kqf-m, 12 Ibf.ft)
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WIRE TYPE FEELER GAU GE
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