
FUEL SYSTEM (Programmed Fuel Injection)

MIL TROUBLESHOOTING
MIL 1 BLINK (MAP SENSOR)
• Before sta rting the in spect ion, check fo r loose o r

po or co ntact on the MAP sensor 3P (Black) con 
necto r and recheck th e M IL blinking .

1. MAP Sensor Output Voltage Inspection

Turn th e ign iti on switch OFF.

Connect the ECM test ha rness to ECM connec
tors (page 6-11).
Turn t he ignit ion switch ON and engine stop
switch " () ".
Measure t he voltage at the test harn ess termi
nals.

Connection: B12 1+) - B26 (-)

Is the voltage within 2.7- 3.1 V7

YES _. Interm itte nt fail ure

• Loose o r po or contact on the ECM
co nnecto rs

NO _ . Ab out 5 V
GO TO STEP 2.

• About 0 V
GO TO STEP 3.
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2. MAP Sensor Output line Inspection

Tu rn the ig nition switch OFF.
Discon nect th e MAP senso r 3P (Black) co nnec
to r.

Turn t he ig nition switch ON and eng ine stop
sw itch " () ".
Me asure th e voltage at th e wire harness side .

Connection: Blue/black (+) - Gray/black (-)

Is the voltage within 4.75 - 5.25V7

YES - Faul ty MAP senso r

NO _. Ope n circuit in Blue/b lack w ire
• Op en circuit in Gray/black wire

3. MAP Sensor Input Voltage Inspection

Measure th e vo ltage at th e wi re harn ess si de.

Connection: Yellow/red (+) - Ground (-)

Is the voltage within 4.75 - 5.25V7

YES - GO TO STEP 4.

NO - GO TO STEP 5.

3P (BLACK) CONNECTOR
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3P (BLACK) CONNECTOR
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