
FUEL SYSTEM (Programmed Fuel Injection)

MIL 18 BLINKS (CMP SENSOR)
• Before start ing t he inspect ion, check fo r loose or

poo r contact on t he eM? sen so r co nnecto r and
recheck the MIL bl inking.

1. eM? Sens o r Peak Vo lta ge Inspect ion at ECM

Turn the ig nition switch OFF.
Conne ct th e ECM test harness to the ECM co n
necta rs (page 6-1 1).

Tu rn t he ignit ion swit ch ON and eng in e stop
switch " n ".
Crank t he engine w it h the sta rte r moto r, and
measu re th e eM ? sensor peak vo ltage at t he test
harn ess term ina ls.

Connection: B10 1+1 - A31 I-I

Is the vol tage more than 0.7 V (20 'C/68 OF)?

YES _. Interm ittent failu re
• Loose or poor contact on t he ECM

connecto rs

NO - GO TO STEP 2.
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2. eMP S ensor Peak Voltage Inspection

Turn the ignit ion switch OFF.
Disconnect the eM? sensor 2P (Black) con nector.

Turn the ig ni t io n switc h ON and engine stop
switch " n ".
Cran k the eng in e w ith th e starte r motor, and
measur e the CMP sen so r pea k vo ltage at the
CMP sensor 2P (Black connecto r.

Connection: Gray (+) - White/ bl ack H

Is the vo ltage m ore tha n 0.7 V (20 'C/ 68 "F)?

YES - Open or short ci rcu it i n the W hi te /black
wire or Gray wire

NO - Faulty CM P sens or
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