
CYLINDER HEADIVALVES

Apply mo lybdenum disu lfid e o il solut io n to the
th reads and seat in g surface of th e 9 mm bol ts/w ash
ers and install the m.

Install th e two 6 m m flange bo lts.

Tighten the 9 mm bo lts in a cr isscross patte rn in tw o
or th ree steps to the s pe cified torque.

TORQUE: 47 Nm (4.8 kqf-m, 35 lbf-tt)

Tighten t he 6 mm f lang e bo lts .

Instal l the cam cha in ten sion er lifter o nto th e cyl in
der head wi th a new gasket.

Install and t ig hte n th e soc ket bol ts to t he specifi ed
t o rque .

TORQUE : 9.8 Nm (1.0 kqf-m, 7 Ibf·ft)

Insta ll th e engine into t he frame (page 8-9).

CAMSHAFT INSTALLATION

"EX" M ARK

ymlt......

Apply molybdenum oil so lu t io n t o the outer su rfa ce .-- --__- ':"'''''''''
of the each va lve lifte r.

Each cam shaft has an identificatio n ma rk.

• IN: Intake camsh aft
• EX: Exhaust cams haft

Instal! the shims Insta ll -the shims on the retainers and va lve lift ers
and valve li fters in into the va lve li ft er bo res.
their original loca-

tions.
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