
TRANSMISSION/GEARSHIFT LINKAGE

Drive eac h be aring into the bea ri ng hold er using the
specia l to ols.

TOOLS:

Mainshaft bearing:

Driver

Attachment, 62 x 68 mm

Pilot, 28 mm

Countershaft bearing:

Driver

Attachment, 52 x 55 mm

Pilot. 20 mm
Shift drum bea rin g:

Driver

Attachment, 42 x 47 mm
Pilot, 25 mm

07749-0010000

07746-0010500

07746-0041100

07749 -0010000

07746-0010400

07746-0040500

07749-0010000

07746-0010300

07746-0040600

DRIVER

Ap ply a locki ng agent to the cou nte rshaft bearing
set plate bolt thread s.
Ins tall the set plate and t ighten th e bolt to the speci
f ied torque.

TORQUE: 12 Nm (1.2 kqf-m, 9 IbHI)

Apply a locking agent to the main shaft bearing set
plate bolt threads and shi ft drum be ari ng set plate
bo lt th reads.

Install the main sh aft bea r ing set plat e w it h its "M EL
OUTSIDE" ma rk facing QuI .
Install and t ig hten the bearing set plate bo lts to the
specif ied torqu e.

TORQUE: 12 N'm (1.2 kqf-m, 9 Ibf·ft)

SET PLATES
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