
REAR WHEEl/SUSPENSION

Apply multi-purpose grease (Shell Alva nia EP2 or
equivalent) to the dust seal lips, pivot collar and
needle bearings.
Install the pivot collar and dust seals to the shock .
link .

SHOCK LINK

DUST SEA LS

1

Loosely install the followi ng:

- Shock arm

- Shock arm bolt/nut (sw ingarm side)
- Shock absorber low er mounting bolt/nut

Tighten the shock absor ber lowe r mounting nut to
the specif ied torq ue .

TORQUE: 44 Nrn {4.5 kqf -m, 33 lbf-tt)

Install the following:

- Shock li nk
- Shock arm bolt/nut (shock link sid e)
- Sho ck link bo lt/ nut (fr ame side)

Tighten the nuts to the specified torque.

TORQU E:

Sho ck link-to -frame pivot nut :

44 Nrn (4.5 kqf-m, 33 lbf-ft ]

Shock arm-to-shock link nut :

44 Nrn (4.5 kqf- rn, 33 lbf-tt)

Shock arm-to -swingarm nut:

44 N·m (4.5 kqf-m. 33 lbf-tt)

SWINGARM
REMOVAL
Remove the fol lowi ng:

- Rear whee l (page 15-7)
- Shock absorber (page 15-14)
- Suspension linkage (page 15-17)

Rem ove the bolt and rear brake hose guide fr om th e

swingarm .
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