
HYDRAULIC BRAKE

Apply bra ke fluid to ne w O-ring and install it to t he
reservoir hose joint.

Install the master cy linder reservoir jo int in to t he
master cyl inde r and secur e th e joint with th e snap
ring .

Install t he dust cover.
Install th e reservo ir stay onto th e m aste r cy linder
and tig hten the mounting bo lt to th e speci f ied
to rqu e.

TORQUE: 12 Nm (1.2 kqf-m , 9 Ibf ·ft )
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TOOL:

Snap ring p lie rs

Install the master Jnstall the m aster cy li nder assembly, master cy lin 
cylinder holder with der hold er and bolts.
its 'UP' mark facin g Al ign th e end of the master cylinder with the pu nch

up mark on th e han dle ba r (page 14-14 ).
Tighten th e uppe r bolt f irst, t hen the lower bolt to
the specified torque .

TORQUE : 12 Nm (1.2 kqf-m, 9 Ibf ·ft)

Inst all th e brake hose eyel et w it h t he oil bo lt an d
new sea ling washers.
Push the eyelet joint aga in st th e stopper, then
tighten th e oil bolt to the specified torq ue .

TORQUE: 34 Nrn (3.5 kgf·m , 25 Ibf·ft)

Connect th e brak e li ght switch co nnecto rs.

Fill brake flu id and bleed air from the front brake
hydraul ic system (page 16-8) .

MASTER CYLINDER
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