
LIGHTS/METERS/SWITCHES

VEHICLE SPEED SENSOR (VSS)
INSPECTION
Lift and support the f ue l tan k (page 4-5).

Disconnect t he VSS 3P (Na tural) con nector.
Measure the voltage between t he Brow n/white (+)

and Gree n/black (- ) wi re t erm inals at the harness

side 3P connecto r.

CONNECTION: Brown/white (+) - Green /b lack (-)

STANDARD: Battery voltage

There should be battery vo ltage w ith t he igni t ion
switch ON.

If there is no vol tag e, chec k for open circuit in
relat ed wires.
If t here is voltage, check t he VSS as fol lows.

3P (NATURAL) CONNECTOR

Support the moto rcy cle sec u rely using a saf ety
sta nd or ho ist , and raise the rear w hee l off t he
grou nd.

Con nect t he inspection adaptor to t he senso r 3P
con nec to rs.

Measure the v oltage betw een the Red cl ip (+) and
White clip I-I .

CONNECTION: Red clip (+) - White cli p (-)

STANDARD: Repeat 0 to 5 V

Shift the transmission into neutral and tu rn the ig ni
t ion switch ON.
Slo wly turn the rear w hee l by hand .
The re shou ld be 0 to 5 V pulse voltage .

If the pulse vo ltage does not appear, replace the
VSS (page 20-12).

REMOVALIINSTALLATION
Lift and support the f uel tan k (pag e 4-5 ).

Remove the VSS 3P (Nat ural) co nnecto r from the
stay and discon nect t he co nn ect or.
Remove t he bolt, stay and VSS.

RED CLIP (+)

(PINK W IRE)

3P (NATURAl)
CON NECTOR

W HITE CLIP (-)
(GREEN/BLACK WIR E)

i
n
}\

/1

3P (NATU RAL) CON NECTOR
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TOOL:

Inspection adaptor
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