
LIGHTS/METERS/SWITCHES

Remove t he windscreen (page 3-12) and ex pose the
combination meter 20P (Black) co nnector.

Connect the peak voltage tester or adaptor probes
to the tachometer Yellow/g reen terminal and body
ground .

TOOLS :

IgnitionMate peak voltage tester MTP-0286

(U.S .A . only) or

Peak voltage adaptor 07HGJ-0020100
[not available in

U.S.A .I
with commercially available digital multimeter
(impedance 10 MQ/DCV m inimum)

CONNECTION: Yell ow / green (+1 - body ground (-)

Start the engi ne a nd measure the tach ometer inp ut
peak voltage.

PEAK VOLTAGE: 10.5 V minim um

20P (BLACK) CONNECTOR

If the peak voltage is normal, replace the co mbina
tion m eter printed ci rcuit board (page 20-10).
If the measu red value is bel ow 10.5 V. replace the
ECM (page 6-691.

If the va lue is 0 V, check for continuity between th e
co m bination meter zap (Black) co nnecto r and ECM
32P (Light gray) connector Yellow/g reen te rmi na ls.

If there is no continuity, ch eck th e wire harness and
front sub-harness fo r an open ci rcu it.
If t he re is co nti nuity, replace the ECM (page 6-69).

ECT SENSOR
REMOVAL/INSTALLATION
Drain th e coolant (page 7-6).

Disconn ect th e 3P co nnector and rem ove th e ECT
senso r fro m t he the rmostat housin g .
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